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by KDM Electronics

MX120A
AUDIO MIXER

Voice and Music Sound System Electronic Modules
 and Hardware are manufactured 

by the award winning company KDM
Electronics Inc. With over 25 years of

experience, KDM can design a turn-key
sound system to meet or exceed your

sound requirements.
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MX120A Remote Mixer Installation

NOTE:
When installing your MX120A Remote Mixer(s), pick a location that provides the user with easy access. It is recommended that
an A.C. power outlet be within 3 to 4 feet from the MX120A to provide power for music sources or the 12Vdc adaptor (if MX120A is
powered locally). If your remote mixers are supplied with a vandal case, make sure it is installed in a location that allows the door
to open freely. Common installation locations are on top of counters or on walls at chest level when seated. The MX120A should
also be located in order that a microphone, Compact Disc Player or Tape Deck can be easily plugged into the mixer and operated
within range of the user.

1. Remove the MX120A from the Electrical Box. 2. Remove the appropriate knock out on the electrical
box for cable entry.

OPTION - 01 SURFACE MOUNT
VANDAL CASE

3. Mount the MX120A and the electrical box at the
desired location. If option 01 surface mount or option 02
flush mount vandal cases have been supplied, mount as
shown in the following drawings.

4. Bring the audio cable into the electrical box. Leave at
least 2 feet (60 cm) of excess cable for wiring the
MX120A.

5. Wire the cable to the terminals of the MX120A as per
the installation instructions on pages 2 and 3 and install
the MX120A into the electrical box.






